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Joint spacers
Accessories

Terra Drain
Tim

ber profile system
Tim

ber support 
pedestal

Joint spacers

The 3  mm/5  mm joint spacer 
ensures a precise joint appearance. 
In addition to cross-joint installation, 
the predetermined breaking point 
on the arm also allows for T-joint 
installation.

The special joint spacer ensures  
a precise joint appearance.  
The tabs prevent the spacer from 
lifting up. In addition to cross-joint 
installation, the predetermined 
breaking point on the arm also 
allows for T-joint installation.

The transparent 3 mm/5 mm joint 
spacer with base plate ensures  
a precise joint appearance.  
The base plate prevents the spacer 
from lifting up. In addition to cross-
joint installation, the predetermined 
breaking point on the arm also 
allows for T-joint installation.

FK3/FK5 joint spacer
3 mm/5 mm

SFK special joint spacer
3 mm

FKT3/FKT5 joint spacer with base plate
3 mm/5 mm transparent

ARTICLE NO. HEIGHT WIDTH PCS./PU

FK3 15 mm 3 mm 60 x 50 pcs

FK5 15 mm 5 mm 60 x 50 pcs

ARTICLE NO. HEIGHT WIDTH PCS./PU

SFK 10 mm 3 mm 10 x 200 pcs

ARTICLE NO. HEIGHT WIDTH PCS./PU

FKT3 10 mm 3 mm 60 x 50 pcs

FKT5 10 mm 5 mm 60 x 50 pcs

Thanks to their large 200  mm 
diameter, DVP gravel supports are 
ideal for gravel bed installation. 
This makes individual slab 
corners much less likely to settle.  
If necessary, TL3 1 mm shims can 
be used afterwards for levelling.

DVP gravel support 
3 mm joint

ARTICLE NO. HEIGHT WIDTH PCS./PU

DVP 4 mm 3 mm 100

25



Accessories

ARTICLE NO.
8009

ARTICLE NO.
8010

ARTICLE NO.
8008

PCS/PU
1

PCS/PU
1

PCS/PU
1

Cordless suction lifter

Portable metal cutting saw 
180 x 20 mm, 230 V

Aluminium circular saw blade 
180 x 20 mm
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Accessories
Terra Drain

Tim
ber profile system

Tim
ber support 

pedestal

Accessories

ARTICLE NO.
TLSB

PCS/PU
10

TLSB 
Terra Level safety plate

HEIGHT
1 mm

ARTICLE NO.
TL2K

ARTICLE NO.
TL2KMS

ARTICLE NO.
TL2KKP

PCS/PU
10

PCS/PU
5

PCS/PU
1

TL2K
Terra Level hybrid adhesive

TL2KMS 
Terra Level 2K mixing nozzle 

TL2KKP 
Terra Level 2K cartridge gun

ARTICLE NO.
TLGP

ARTICLE NO.
TLGP-OK

PCS/PU
70

PCS/PU
70

HEIGHT
6 mm

HEIGHT
6 mm

DIMENSIONS
200 x 200 mm

DIMENSIONS
200 x 200 mm

TLGP Terra Level rubber granulate pad
Aluminium-laminated, 200 x 200 mm, 6 mm height

TLGP-OK Terra Level rubber granulate pad
200 mm x 200 mm, 6 mm height

Portable metal cutting saw 
180 x 20 mm, 230 V

Aluminium circular saw blade 
180 x 20 mm
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Terra Drain terrace  
drainage system
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Terra Drain
Tim

ber profile system
Tim

ber support 
pedestal

•	 Faster water drainage: reduces the risk of 
accidents.

•	 Quicker drying: terraces are dry and ready to  
use in record time.

•	 Easy installation: no tools required!

•	 Long-lasting: high-quality materials ensure  
a durable solution.

•	 Discreet design: blends in seamlessly with your  
terrace slabs.

Terra Drain terrace drainage system

Terraces reimagined –  
with Terra Drain!

The problem with porcelain stoneware 
slabs outdoors

After a rain shower, real puddles can collect on porcelain 
slabs. Up to 1.5 litres of standing water can collect on  
a single 60 × 60 cm slab.

Why? Porcelain stoneware doesn’t absorb moisture,  
and its sharp edges prevent water from draining off.  
This results in a layer of standing water, which is held in 
place by surface tension, blocking natural drainage.

Even in direct sunlight, it can take an entire day for the 
water to fully evaporate  – unsightly, impractical and  
a potential slipping hazard.

The solution: Terra Drain

Terra Drain effectively breaks the surface tension of the 
standing water on the porcelain slab. Our innovative plas-
tic clip is attached to the edge of the terrace slabs and 
ensures that water can drain quickly and reliably.

The result: Your terrace dries in record time!
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Aluminium profile 
system for timber and 
WPC decking boards
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Tim
ber profile system

Tim
ber support 

pedestal

Terra Level aluminium profile 25 was 
developed to ensure easy installation 
with a high load-bearing capacity.  
Screw channels and precision-fit guides 
for all connectors allow for maximum 
screw-in convenience.

Terra Level aluminium profile 48 was 
developed to ensure easy installation 
with a high load-bearing capacity.  
Screw channels and precision-fit guides 
for all connectors allow for maximum 
screw-in convenience.

ARTICLE NO.
TLAP25E

ARTICLE NO.
TLAP48E

HEIGHT
25 mm

HEIGHT
48 mm

LENGTH
2400 mm

LENGTH
2400 mm

PCS/PU
72

PCS/PU
72

TLAP25 Anodised
Terra Level aluminium profile, 25 mm

TLAP48 Anodised
Terra Level aluminium profile, 48 mm

Aluminium profile system for timber and WPC decking boards

31



Aluminium profile system for timber and WPC decking boards

Terra Level cross connectors are used for corner joints and cross struts. The screw hole automatically 
guides the screw into the aluminium profile’s screw channel. The connector fits precisely into the  
aluminium profile and cannot slip out of place.

Terra Level longitudinal connectors are used to extend the aluminium profile or to install remaining  
profile sections. The screw hole automatically guides the screw into the aluminium profile’s screw  
channel. The connector fits precisely into the aluminium profile and cannot slip out of place.

Terra Level vertical connectors are used for steps or cladding elements. The screw hole automatically 
guides the screw into the aluminium profile’s screw channel. The connector fits precisely into the  
aluminium profile and cannot slip out of place.

ARTICLE NO.
TLQV

ARTICLE NO.
TLLV

ARTICLE NO.
TLVV

PCS/PU
10 x 25 pcs

PCS/PU
10 x 25 pcs

PCS/PU
10 x 25 pcs

TLQV 
Terra Level cross connector

TLLV 
Terra Level longitudinal connector

TLVV 
Terra Level vertical connector

The Terra Level profile screw is precisely matched to the aluminium profile’s screw channel and enables 
easy fastening without pre-drilling or self-drilling screws. This prevents the formation of aluminium  
shavings during installation, which could otherwise damage the sealing.

ARTICLE NO.
TLPS15

LENGTH
15 mm

PCS/PU
25 x 100

TLPS15 
Terra Level profile screw, 15 mm
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Tim
ber profile system

Tim
ber support 

pedestal

Clip-on mount Mount for facing slabs

The Terra Level 10  mm support pads can be 
used for low installation heights.
The total build-up of:
support pad + aluminium profile + profile  
support = 38 mm
TL1 pads can be stacked in 1 cm increments to 
achieve the desired installation height.

The Alu-Klip self-levelling support pedestals 
are height-adjusted using an adjustment 
ring. The Terra Level aluminium profile 
clips into the mount and does not require 
additional fastening. Each support pedestal 
has a mount for facing slabs on the base 
plate.

The Alu-Klip self-levelling support pedestals 
are height-adjusted using an adjustment 
ring. The Terra Level aluminium profile 
clips into the mount and does not require 
additional fastening. Each support pedestal 
has a mount for facing slabs on the base 
plate.

ARTICLE NO.
TL1

TL1 
support pad, 10 mm

TL17
Alu-Klip self-levelling support pedestal, 30–60 mm

TL18
Alu-Klip self-levelling support pedestal, 60–150 mm

ARTICLE NO.
TL17

PCS/PU
48

HEIGHT
30–60 mm

ARTICLE NO.
TL18

PCS/PU
48

HEIGHT
60–150 mm

PCS/PU
100

JOINT
3 mm

HEIGHT
10 mm
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Aluminium profile system for timber and WPC decking boards

Unscrew Lock Screw in

Terra Level 90  mm couplers can be combined 
with TL18. Remove the base plate from TL18  
and insert the coupler. This results in a build-up 
height of 150 mm to 240 mm. Up to 5 couplers can 
be locked on top of each other, allowing heights of 
up to 600 mm to be achieved.

ARTICLE NO.
TL8K

PCS/PU
32

TL8-K
coupler, 90 mm

HEIGHT
90 mm

ARTICLE NO.
TLGP

ARTICLE NO.
TLGP-OK

PCS/PU
70

PCS/PU
70

HEIGHT
6 mm

HEIGHT
6 mm

DIMENSIONS
200 x 200 mm

DIMENSIONS
200 x 200 mm

TLGP Terra Level rubber granulate pad
Aluminium-laminated, 200 x 200 mm, 6 mm height

TLGP-OK Terra Level rubber granulate pad
200 mm x 200 mm, 6 mm height
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Tim
ber profile system

Tim
ber support 

pedestal

The benefits of the Terra Level  
aluminium profile system  
for timber and WPC decking boards

Vertical connector for steps  
and facings

No special tools requiredScrew channels and precision-fit  
screws

Minimal number of components
48

 m
m

25
 m

m

Available in heights of 25 mm and 48 mm Clip-on mount
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Support pedestals for timber 
and WPC substructures
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Tim
ber support 

pedestal

Support pedestals for timber and WPC substructures

The Terra Level support pedestal with fixed 
L-bracket for timber and WPC substructures 
is height-adjusted using an adjustment ring. 
The substructures are secured from the 
side into the designated stop.

The Terra Level support pedestal with fixed 
L-bracket for timber and WPC substructures 
is height-adjusted using an adjustment ring. 
The substructures are secured from the 
side into the designated stop.

Terra Level self-levelling support pedestals 
with L-bracket for timber and WPC 
substructures are height-adjusted using 
an adjustment ring. The substructures are 
secured from the side into the designated 
stop.

Terra Level self-levelling support pedestals 
with L-bracket for timber and WPC 
substructures are height-adjusted using 
an adjustment ring. The substructures are 
secured from the side into the designated 
stop.

ARTICLE NO.
TL11

ARTICLE NO.
TL12

ARTICLE NO.
TL15

ARTICLE NO.
TL16

PCS/PU
48

PCS/PU
36

PCS/PU
48

PCS/PU
36

TL11 support pedestal with L-bracket
Fixed, 30–60 mm

TL15 support pedestal with L-bracket
Self-levelling, 30–60 mm

TL12 support pedestal with L-bracket
Fixed, 60–150 mm

TL16 support pedestal with L-bracket
Self-levelling, 60–150 mm

HEIGHT
30–60 mm

HEIGHT
60–150 mm

HEIGHT
30–60 mm

HEIGHT
60–150 mm
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Support pedestals for timber and WPC substructures

Unscrew Lock Screw in

Terra Level 90  mm couplers can be combined 
with TL12 and TL16. Remove the base plate from 
TL12/TL16 and insert the coupler. This results  
in a build-up height of 150 mm to 240  mm.  
Up to 5 couplers can be locked on top of each 
other, allowing heights of up to 600  mm to be 
achieved.

ARTICLE NO.
TL8K

PCS/PU
32

TL8-K
coupler, 90 mm

HEIGHT
90 mm

ARTICLE NO.
TLGP

ARTICLE NO.
TLGP-OK

PCS/PU
70

PCS/PU
70

HEIGHT
6 mm

HEIGHT
6 mm

DIMENSIONS
200 x 200 mm

DIMENSIONS
200 x 200 mm

TLGP Terra Level rubber granulate pad
Aluminium-laminated, 200 x 200 mm, 6 mm height

TLGP-OK Terra Level rubber granulate pad
200 mm x 200 mm, 6 mm height
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Tim
ber support 

pedestal

The benefits of Terra Level  
support pedestals for timber and  
WPC substructures

Screw channels and precision-fit  
screws

Clip-on mount

Minimal number of components Maximum adjustment range Self-levelling
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The right way to lay

Terra Level
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